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GASKETS

Seat and "O" Rings

Teflon
•	 Most	commonly	used	seat	material	for	food	application.	Has	extensive	chemical	and	temperature	resistance.	

•	 Not	suitable	for	great	temperature	fluctuations	as	teflon	tends	to	cold-flow	and	does	not	return	to	its	original	shape.

•	 Useful temperature range -		-30°F	to	400°F

Buna N
•	 Nitrile	compound	provides	an	elastic	seat	that	makes	for	leak-free,	easy	handling	of	valve.	Least	expensive	elastomer.

•	 Good	chemical	resistance,	excellent	for	use	with	petroleum	solvents,	gasoline,	alcohol,	etc...

•	 Recommended lubricant -		SILICONE

•	 Useful temperature range -		-40°F	to	225°F

Viton
•	 Both	extreme	temperature	and	good	chemical	resistance.

•	 Useful	at	high	temperature	when	buna	or	EPDM	is	not	suitable.

•	 Recommended lubricant -	SILICONE

•	 Useful temperature range -		-31°F	to	400°F

EPDM
•	 Good	for	steam	and	hot	water	to	350°F.

•	 Good	resistance	to	mild	acids,	dilute	alkalis,	silicone	oils	and	greases,	ketones	and	alcohol.

•	 Avoid	use	for	petroleum	oils	or	diester	base	lubricants.

•	 Useful temperature range -		-65°F	to	300°F

Silicone
•	 Very	good	seat	material,	very	elastic	self-lubricating--provides	a	tight	easy	seal,	reducing	torque	needed	to	close	the	valves.

•	 Sensitive	to	certain	chemicals,	do	not	use	with	solvents,	petroleum	products,	etc.	(check	with	us	for	non-food	usage).

•	 Useful temperature range -		-85°F	to	450°F
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Gaskets
Flanged Clamp Gaskets

40MPF-U  Buna-N
40MPF-SFY  Viton™
40MPF-E  EPDM
40MPF-G  Teflon™
40MPF-X  Silicone
40MPF-UW  Buna-N (white)

Sizes Available
1", 1.5",
2", 2.5",
3", 4",
& 6"

Standard Clamp Gaskets

40MP-U  Buna-N
40MP-SFY  Viton™
40MP-E  EPDM
40MP-G  Teflon™
40MP-X  Silicone
40MP-UW  Buna-N (white)
40MPG-TS  Tuf-Steel

Sizes Available
1", 1.5",
2", 2.5",
3", 4",
& 6"

Schedule 5 Envelope Gaskets 
made with Teflon™

A40MV-GR  Teflon™ Sizes Available
1", 1.5",
2", 2.5",
3", 4",
6", 8",

10" & 12"

Schedule 5 I-Line

40IT5 Teflon™

40IT-TS  Tuf-Steel

Sizes Available
1", 1.5",
2", 2.5",
3", & 4" 

& 6"

Schedule 5 Standard Gaskets

40MV-U  Buna-N
40MV-SFY  Viton™
40MV-E  EPDM
40MV-G  Teflon™
40MV-X  Silicone

40MVG-TS  Tuf-Steel

Sizes Available
1", 1.5",
2", 2.5",
3", & 4"

Schedule 5 Flanged Gaskets

40MVF-U  Buna-N
40MVF-SFY  Viton™
40MVF-E  EPDM
40MVF-G  Teflon™
40MVF-X  Silicone

Sizes Available
6", 8",

10" & 12"

Flanged Clamp Gaskets

40MOF-U  Buna-N
40MOF-SFY  Viton™
40MOF-E  EPDM
40MOF-X  Silicone

40MOG-TS  Tuf-Steel

Sizes Available
6", 8",

10" & 12"

TUBE O.D./FRACTIONAL
Mini Clamp Gaskets

42MP-U  Buna-N
42MP-SFY  Viton™
42MP-E  EPDM
42MP-G  Teflon™
42MP-X  Silicone

42MPG-TS  Tuf-Steel

Sizes Available
0.25"
0.5"
0.75"

John R. Perry Gaskets

40JP-U  Buna-N
Also available in Viton™ and 
Teflon™, prices on request.

40JPG-TS  Tuf-Steel

Sizes Available
1", 1.5",
2", 2.5",
3", & 4"

Teflon Envelope Clamp Gaskets

40MP-GR
Tyoe E - Teflon™
Envelope

Sizes Available
1", 1.5",
2", 2.5",
3", 4",
& 6"

Standard Bevel Seat Gaskets

40 BS-O  Buna-N
40 BS-BY  Viton™
Standard	45"	C.I.P.	
90	Durometer

40BS-H  Teflon™ (white) 
Standard	Heavy	Duty	45"

40BSS-TS  Tuf-Steel

Sizes Available
1", 1.5",
2", 2.5",
3", & 4"

Flat Bevel Seat Gaskets

40BS-F  Buna-N
Flat

Sizes Available
1", 1.5",
2", 2.5",
3", & 4"

Detectomer® 
Gaskets

Tri-Clamp Gaskets available in: 
Buna, EPDM, Silicone & Vitan

Bevel Seat available in:
Buna-N

Sizes Available
0.5", 0.75", 1", 1.5",

2", 2.5", 3", 4", 6" & 8"
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GASKETS

Gaskets
Sock Screen Gaskets

T-SOCK-size Sizes Available
1", 1.5",
2", 2.5",
3", & 4"

Orifice Plates

A80MP-U  Buna-N
A80MP-SFY  Viton™
A80MP-E  EPDM
A80 MP-G  Teflon™

A80MPG-TSS  Tuf-Steel

Sizes Available
1", 1.5",
2", 2.5",
3", 4",
& 6"

Screen Gaskets

40MP-US
Type 316 stainless
steel; .025 dia. wire; width 
of opening .075
inch between wires; O/A 
56.8%; 100 openings
per square inch.

40MPG-TSS  Tuf-Steel

Sizes Available
1", 1.5",
2", 2.5",
3", 4",
& 6"

Perforated Plate Gaskets

40MP-UP
Type 316 stainless
steel; .033” dia. straight line 
centers; 324 holes per
square inch; 28% O/A.
Other size perforated discs 
are available.

Sizes Available
1", 1.5",
2", 2.5",
3", 4",
& 6"

 APC Elastomeric Gaskets

101H-size Buna-N Sizes Available
1", 1.5",
2", 2.5",
3", & 4"

I-Line Gaskets

40IH  Buna-N
40IV  Viton™
40IE  EPDM
40IT  Teflon™

40IT-TS  Tuf-Steel

Sizes Available
1", 1.5",
2", 2.5",
3", 4",
& 6"

Q-Line Gaskets

40QH  Buna-N
40QSFY  Viton™
40QE  EPDM
40QT  Teflon™ 
40QS Silicone

40QTS  Tuf-Steel

Sizes Available
1", 1.5",
2", 2.5",
3", & 4"

Cam Groove

CG-size Sizes Available
1", 1.5",
2", 2.5",
3" & 4"

D40

D40-size Sizes Available
1", 1.5",
2", 2.5",
3", 4",
& 6"

Snaptite

HS-size
HST-size

Sizes Available
1", 1.5",
2", 2.5",
3", 4",
& 6"

SMS

SMS-40 Sizes Available
1", 1.5",
2", 2.5",
3", 4",
& 6"

ISS

ISS-size Sizes Available
1", 1.5",
2", 2.5",
3" & 4"

Custom options may be available.



GASKETS

1-800-361-5361  •  705-743-5361  •   sales@harco.on.ca  •   www.harcosupply.com4  Gaskets

APC Teflon Part #
1" 101T-1
1.5 101T-1.5
2" 101T-2
2.5 101T-2.5
3" 101T-3
4" 101T-4

APC (or Alfa) Part #
1" ISS/ISO-1
1.5 ISS/ISO-1.5
2" ISS/ISO-2
2.5 ISS/ISO-2.5
3" ISS/ISO-3
4" ISS/ISO-4

Flat Face-Thin Part #
1" 75R
1.5 1505R
2" 2005R
2.5 2505R
3" 3005R
4" 40MPU-4

Clamp Buna Part #
1" 40MPU-1
1.5 40MPU-1.5
2" 40MPU-2
2.5 40MPU-2.5
3" 40MPU-3
4" 40MPU-4

Clamp-Silicone Part #
1" 40MPX-1
1.5 40MPX-1.5
2" 40MPX-2
2.5 40MPX-2.5
3" 40MPX-3
4" 40MPX-4

Clamp-Teflon Part #
1" 40MP-G-1
1.5 40MP-G-1.5
2" 40MP-G-2
2.5 40MP-G-2.5
3" 40MP-G-3
4" 40MP-G-4

Clamp-White Buna Part #
1" 40MPUW-1
1.5 40MPUW-1.5
2" 40MPUW-2
2.5 40MPUW-2.5
3" 40MPUW-3
4" 40MPUW-4

D40 Part #
1" D40-1.5
1.5 D40-2
2" D40-2.5
2.5 D40-3
3"
4"

Flat-Wide B.S. Part #
1" 40BS-F-1
1.5 40BS-F-1.5
2" 40BS-F-2
2.5 40BS-F-2.5
3" 40BS-F-3
4" 40BS-F-4

Haynes Snaptite Part #
1" HS-1
1.5 HS-1.5
2" HS-2
2.5 HS-2.5
3" HS-3
4"

APC (101H) Buna Part #
1" 101H-1
1.5 101H-1.5
2" 101H-2
2.5 101H-2.5
3" 101H-3
4" 101H-4

Bevel Seat Buna Part #
1" 40BSB-1
1.5 40BSB-1.5
2" 40BSB-2
2.5 40BSB-2.5
3" 40BSB-3
4" 40BSB-4

Bevel Seat Teflon Part #
1" 40BS-H-1
1.5 40BS-H-1.5
2" 40BS-H-2
2.5 40BS-H-2.5
3" 40BS-H-3
4" 40BS-H-4

Clamp Flanged-Buna Part #
1" 40MPFU-1
1.5 40MPFU-1.5
2" 40MPFU-2
2.5 40MPFU-2.5
3" 40MPFU-3
4" 40MPFU-4

Gasket Description
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GASKETS

"Q" Line-Rubber Part #
1" 40QH-1
1.5 40QH-1.5
2" 40QH-2
2.5 40QH-2.5
3" 40QH-3
4" 40QH-4
1.5"-1 40WNQ-1.5-1 (Reducer Gaskets)

"Q" Line-Teflon Part #
1" 40QT-1
1.5 40QT-1.5
2" 40QT-2
2.5 40QT-2.5
3" 40QT-3
4" 40QT-4
1.5"-1 40WTQ-1.5-1 (Reducer Gaskets)

John Perry-Buna Part #
1" 40JP-U-1
1.5 40JP-U-1.5
2" 40JP-U-2
2.5 40JP-U-2.5
3" 40JP-U-3
4" 40JP-U-4

John Perry-Teflon Part #
1" 40JP-T-1
1.5 40JP-T-1.5
2" 40JP-T-2
2.5 40JP-T-2.5
3" 40JP-T-3
4" 40JP-T-4

I Line-Buna Part #
1" 40-IH-1
1.5 40-IH-1.5
2" 40-IH-2
2.5 40-IH-2.5
3" 40-IH-3
4" 40-IH-4

I Line -Teflon Part #
1" 40-IT-1
1.5 40-IT-1.5
2" 40-IT-2
2.5 40-IT-2.5
3" 40-IT-3
4" 40-IT-4

Screen Gaskets Part #
1" 40BS-US-1
1.5 40BS-US-1.5
2" 40BS-US-2
2.5 40BS-US-2.5
3" 40BS-US-3
4" 40BS-US-4

Screen Gaskets Part #
1" 40MP-US-1
1.5 40MP-US-1.5
2" 40MP-US-2
2.5 40MP-US-2.5
3" 40MP-US-3
4" 40MP-US-4
6" 40MP-US-6

NOTE: SCREEN GASKETS #40MP-UP SAME PRICE AS ABOVE

Swedish SMS Part #
1" SMS-40-1
1.5 SMS-40-1.5
2" SMS-40-2
2.5 SMS-40-2.5
3" SMS-40-3
4"

Haynes Snaptite - Teflon™ Part #
TEF  1 HST-1
"   1.5" HST-1.5
"    2" HST-2
"   2.5" HST-2.5
"   3" HST-3
-   4" HST-4

Gasket Description

Custom options may be available.




